
Optional hood opening

Main Body

Front Frame

Fold along dashed line

Optional hood opening

1/16” Dowel Rod

Optional Interior

Cut groove for windsheild

Cut groove for windsheild

Body Sides 
(Same pattern for all versions)
Cut 2 - 1/2” Thick

Paint valve covers silver

Optional
Remove material

Optional 
Panel lines

Add a 5/16” long piece of 3/16 dowel 
to the front engine cover hole.

1/16 dowel 

Front cover Rear cover

1 1/2"

#44 Drill Bit

1 3/4"

7"

5 3/4"

1 1/2"

2 1/2"

1 7/8"

5/8"

Optional Hard Top

Optional Wooden WheelsSide Cutting Template

Front Grill
1/8” Thick

Engine Block
Front 

Engine Block
Side

Engine 
Headers
Make 2 sets

#1

#2

#3

Engine 
Intakes
3/16 Dowel  
Make 3

Engine Covers
Cut 2 - 1/8” thick

1 3/4"

2 1/2"

1/4"

#44 Drill Bit
1/16” Drill Bit

3/16"

5/8"

3/16" Hole

1/16” Hole 

Use nails as axles

1/16” Hole 

5/8” Hole 

1/16” Hole 
1 1/4"

1 1/4"

3/8"

1/8"

1"

1 3/16"

13/16"


