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Hinge arm
Cut 2 - ¾" thickHinge upright

Cut 2 - ¾" thick

Locking pin
Cut 2 - ¾" thick

Locking tab
Cut 2 - ¾" thick
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½”-wide, 3⁄16"-deep 
rabbet for glass
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Hinge arm
Cut 2 - ¾" thickHinge upright
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Hinge arm
Cut 2 - ¾" thickHinge upright

Cut 2 - ¾" thick

Locking pin
Cut 2 - ¾" thick

Locking tab
Cut 2 - ¾" thick

Base
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Frame
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Hinge arm
Cut 2 - ¾" thickHinge upright

Cut 2 - ¾" thick

Locking pin
Cut 2 - ¾" thick

Locking tab
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Frame
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Hinge arm
Cut 2 - ¾" thickHinge upright

Cut 2 - ¾" thick

Locking pin
Cut 2 - ¾" thick

Locking tab
Cut 2 - ¾" thick

Base
Cut 1 - ¾" thick

Frame
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Hinge arm
Cut 2 - ¾" thickHinge upright

Cut 2 - ¾" thick

Locking pin
Cut 2 - ¾" thick

Locking tab
Cut 2 - ¾" thick

Base
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Hinge arm
Cut 2 - ¾" thickHinge upright

Cut 2 - ¾" thick

Locking pin
Cut 2 - ¾" thick

Locking tab
Cut 2 - ¾" thick
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Hinge arm
Cut 2 - ¾" thickHinge upright

Cut 2 - ¾" thick

Locking pin
Cut 2 - ¾" thick

Locking tab
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Cut 2 - ¾" thickHinge upright
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